
Masking Tapes
3

Cyan   Magenta   Yellow   Black

IMPORTANT NOTICE: 3M MAKES NO WARRANTIES, EXPRESS
OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED
WARRANTY OR MERCHANTABILITY OR FITNESS FOR A PAR-
TICULAR PURPOSE. User is responsible for determining whether the
3M product is fit for a particular purpose and suitable for user’s method
of application. Please remember that many factors can affect the use and
performance of a 3M ITSD product in a particular application. The mate-
rials to be used with the product, the surface preparation of those materi-
als, the product selected for use, the conditions in which the product is
used, and the time and environmental conditions in which the product is
expected to perform are among the many factors that can affect the use
and performance of a 3M ITSD product. Given the variety of factors that

can affect the use of a 3M ITSD product, some of which are uniquely
within the user’s knowledge and control, it is essential that the user evalu-
ate the 3M ITSD product to determine whether it is fit for a particular
purpose and suitable for the user’s method of application.

LIMITATION OF REMEDIES AND LIABILITY: If the 3M product 
is proved to be defective, THE EXCLUSIVE REMEDY, AT 3M’S
OPTION, SHALL BE TO REFUND THE PURCHASE PRICE OR TO
REPAIR OR REPLACE THE DEFECTIVE 3M PRODUCT. 3M shall not
otherwise be liable for loss or damages, whether direct, indirect, special,
incidental, or consequential, regardless of the legal theory asserted,
including contract, negligence, warranty, or strict liability.
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How 3M™ Masking Tapes measure up.
Balance these features to find the product that provides the overall performance 
you require for your masking application.
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Physical Properties
Adhesion to Steel Elongation at Break Tape Thickness Temperature use range Tensile Strength

233+ 38 oz./in. width 12% 6.7 mils Clean removal at up to 250˚F 25 lbs./in.
(37N/100mm) (0.17mm) (121˚C) for 30 min. (403N/100mm)

2380 43 oz./in.width 10% 7.5 mils Clean removal at up to 325˚F 27 lbs./in.
(47N/100mm) (0.190mm) (163˚C) for 60 min. (472N/100mm)

2364 36 oz./in. width 10% 6.5 mils Clean removal at up to 300˚F 30 lbs./in.
(39N/100min) (0.165mm) (148˚C) for 30 min. (525N/100mm)

2308 35 oz./in. width 9% 5.5 mils Up to 250˚ F (12˚C) for 60 min. 20 lbs./in. width
(38N/100mm) (0.14mm) (350N/100mm)

2693 50 oz./in. width 8% .0085 in. Clean removal at up to 325˚F 24 lbs./in.
(54N/100mm) (0.21mm) (163˚C) for 30 min. (420N/100mm)

2393 33 oz./in. width 11% 7.6 mils Clean removal at up to 325˚F 28 lbs./in. width
(36N/100mm) (0.185mm) (163º) for 30 min. (490N/100mm)

2307 32 oz./in. width 9% 5.6 mils Up to 200˚F (93˚C) for 60 min. 20 lbs./in.
(35N/100mm) (0.14mm) (350N/100mm)

200 32 oz./in. width 8% 4.5 mils Up to 200˚F (93˚C) for 30 min. 20 lbs./in.
(35N/100mm) (0.11mm) (350N/100mm)

1

2

3


